
32 40 50 65 80 100 125 150 200 250 300 350 400

33 33 43 46 46 52 56 56 60 68 78 78 102

C17/45°

212 212 222 230 239 249 269 281 314 322 362

200 200 200 200 200 275 275 275 340 500 500

Wafer 2,1 2,1 2,9 3,5 3,8 5 7,4 9 13,8 24,6 35,3

Lugs 2,7 2,7 3,5 5,4 4,9 6,5 9,2 10,8 16,1 31 42,6

AL232-08

195 195 205 212,5 222 231,5 251,5 264 293 337 394 409 449

163 163 173 180,5 190 199,5 219,5 232 261 298 349,5 364,5 404,5

194

50

160

Wafer 3,3 3,3 4 4,6 4,9 6 8,5 10 14,6 24,6 35,3 47,1 77,1

Lugs 3,8 3,8 4,6 6,5 6 7,5 10,2 11,8 16,9 31 42,6 75,1 112
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√ √ √ √ √ √ √ √ √ √ √ √ √

√ √ √ √ √ √ √ √ √ √ √ √ √

√ √ √ √ √ √ √ √ √ √ √ √ √

32 40 50 65 80 100 125 150 200 250 300 350 400

√ √ √ √ √ √ √ √ √ √ √ √ √

√ √ √ √ √ √ √ √ √ √ √ √ √

√  : Standard √  : To be confirmed at the order
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Model AL232-06 AL232-13
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ØV 160 300

weight
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F12

Square C11/45° C14/45° C22/45° C27/45°

Top flange F05 F07
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CONCEPTION
EN593 (03/98) 

Top flange ISO 5211 

FACE TO FACE
EN558-1 basic 20
ISO 5752 basic 20

THIGHTNESS
EN12266-1 rate A

ISO 5208 categorie A

RATING
EN 1092-1
EN1759-1

CERTIFICATION 

WORKING PRESSURE
DN032 to DN200 : 16 bar
DN250 to DN400 : 10 bar

WORKING TEMPERATURE

Coating EPOXY RAL2002

Manufacturer’s label

Shaft stainless steel X20Cr13

Wafer type, centering lug

Lug type, threaded lug

Body ductile iron ENJS1030

Seat EPDM

Disc ductile iron ENJS1030 EPOXY coating

Disc stainless steel A351CF8M
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CLIMA-LINE

BURACCO SAS

MONTCEAU-LES-MINES France

T. +33 (0)3 85 67 31 00

F. +33 (0)3 85 57 06 82 

 : buracco@buracco.com

: www.buracco.com


